
 

 
 

TUFLOK 
 

Tuflok is a product with high mechanical 
resistance, recommended for assemblies 
subjected to high stresses and vibrations. 
 
Tuflok is permanently applied to the 
threads; so when the insert is screwed, 
tough and resistant blue nylon, is 
compressed, generating a force equal and 
opposite which ensures a stronger metal-
metal contact with greater resistance to 
vibrations and misuse. 
 
Part-Lock is made of nylon fused 
permanently on threaded parts forming an 
insert dry and ready for use. It is melted in 
the throat of the threaded parts, in strict 
compliance with the diameter of the same, allowing the mounting through holes very accurate. 
It is a high performance product because is applicable in a precise area of the surface of the male 
thread. 
 
Part-Lock can be applied only to the whole or half thread screw thread. 
 

TECHNICAL SPECIFICATIONS 
  

  Product   Part-Lock 

  Product type   Nylon 

  Color   Blue – Red – Yellow 

  Insert application   180° or 360° 

  Locking in any positions   Yes 

  Vibration resistance   Excellent 

  Running temperature   -45°C +120°C 

  Screw reuse   Reusable 

  Resistance to chemical and atmospheric agents   Excellent 

  Adjustable torque   Yes 

  Storage   Unlimited 

  Variable diameters   From 1 mm to 50 mm 

 


